       1958-60 Buick Invicta, Electra, Wildcat 

          
 Front Disc brake conversion instructions

1. Crack front wheel nuts loose, chock up rear wheels.

2. Jack up front end of car, support outer lower control arm with jackstands.  Remove front wheels, drum/hub assembly.

3. Disconnect brake flexible line at frame by unscrewing hardline nut, then removing clip.  Undo lower drum backing plate nuts, and remove drum bolts.  Remove drum backing plate and all drum hardware in one assembly.  Push steering arm off to the side.  Clean off spindle assembly

4. Slip adapter plate over spindle with caliper opening to the rear, it will be between the steering arm and the spindle.   Put a drop of Lock-Tite Blue on the inside of the supplied nuts. Slide in supplied upper bolts.  Insert lower bolts and tighten bolts all to their spec.  Note:  toe-in will have to be reset.  Easy way is to count the number of threads per inch on the tie rod, and divide by 8 – this is the number of turns required on each connector.  Example: 18 threads per inch / 8 = 2-1/4 turns.  This should be enough to get you to the alignment shop.
5. Clean and repack wheel bearings.  Install new seal.  Assemble rotor onto spindle, tighten outer nut to spec, then secure with keeper, new cotter pin and dustcap.

6. Wash hands! Rotor must be squeaky clean
7. Install loaded caliper, and lube contact areas with silicone grease then screw in new slide pins, tighten to 35 foot-pounds.  Check fitment and rotate rotor to check clearance.
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9. Install new hoses with copper crush washers, and then reconnect to hard line.  Note where rubber line may need to be clearanced.  We ran the hose down then back up to the hardline.  Master cylinder and proportioning valve specs are quite varied.  I would recommend 1971-76 Riviera or similar disc master cylinder for best performance match available in both power and manual flavors.  Some have used the existing single chamber master cylinder with success.

10. Bench bleed disc master cylinder, mount on car, then gravity bleed first, then pressure/pump bleed entire system and test.

Part


Application


NAPA

Wagner
Raybestos


Rotor 


1971-76 Riviera front
85537

BD60458
5006

Caliper, LH

1971-76 Cad. Deville front
442-2008
CR83264
FRC4080 

Caliper, RH

1971-76 Cad. Deville front
442-2009
CR83265
FRC4079

Brake Pads

1971-76 Riviera front
AE728AM
MX728A
RRD52

Caliper Bolt

1971-76 Buick Riviera
82101

F76074
H5004
Hyd. hose (12”)
1977 88 front


36797

F97664
BH36797

Bearing, Inner
1971-76 Riviera front
BR5

SKF A5

Bearing, Outer
1971-76 Riviera front
BR3

SKF A3

Wheel Seal

1977 Riviera


19753
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